
3301G / 3601G GSM/CDMA VoIP Gateway

ELCOM 3301G / 3601G GSM/CDMA VoIP Gateway is a multi-functional product used to effectively 

implement the smooth transition between mobile and VoIP network. ELCOM GSM Gateways comes with 

various models of 8, 16, 24 and 32 GSM channels. When integrating in a VOIP system, ELCOM GSM 

Gateway  is highly scalable in meeting customer's requirement on the number of channels (lines). In 

addition with its superior functions, high voice quality, ELCOM GSM Gateway is an inevitable choice of many 

system integrators, call termination operators, small & medium enterprise, contact centers, etc.. It not only 

inherits the tradition of quality voice communication over IP network, but reduce the human resource of VoIP 

network deployment. It is fully compatible with all leading Soft-switch/SIPserver providers and also with PRI.

Key Features

• Up to 32 GSM Channels

• Built-in Bandwidth Saving, Signaling & RTP Encryption

• HTTP/API for SMS

• Auto Detect SIM Number
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Voice Processing Software Feature

• Protocol: SIP v2.0, RFC3261

• Codecs: G.711, G.729a, G.726, 

• Silence Suppression

• Comfort Noise Generator(CNG) 

• Voice Activity Detection(VAD)

• Echo Cancellation

• Dynamic Jitter Buffer

• DTMF: RFC2833, SIP Info

• Call Progress Tone Generation

• Programmable Gain Control

• Calling Type: Mobile to VoIP, VoIP to Mobile

• SIP Trunk and Trunk Group

• SIP Codes Mapping

• Hotline

• Call Monitor

• Auto Detect SIM Number

• Signaling & RTP Encryption

Physical Interface

• Mobile: 32 GSM Channels

• SIM Card Slots: 32

• Ethernet Interfaces:  10/100 Base-T, RJ45

• LED Indicators: Power, RUN, Activity Indicators

• Console: 1* RS232 115200bps

Mobile

• Standard SIM Interface

• Frequency Range:

  - GSM: 850/900/1800/1900MHz; CDMA: 800MHz

  - WCDMA:850/900/1900/2100MHz

• USSD Encoding: Unicode/ASCII

• HTTP/API for SMS

• Polarity Reversal

• Roaming

• Carrier Auto Selection

• BCCH

• SMS Send and Receive

• RCOC

• Call Waiting

• Call Forward

• GSM Audio Coding: HR, FR,EFR, AMR_FR,AMR_HR

Environmental

• Power Supply:

   1 00-240VAC,50-60Hz

Network

• Power Consumption: 68w

• Operating Temperature: -10 ℃~ 50 ℃

•  Storage Temperature: -20 ℃~65 ℃

• Humidity: 10%-90% 

• Dimensions 1U: 48×45×335mm: 8kg Max.

2U: 480×90×335mm: 8kg Max.

• Static IP, DHCP Client

• Network Protocols:

TCP/UDP, RTP/RTCP, HHT/HTTP, ARP, ICMP, DNS,

DHCP, NTP, TFTP, TELENET, SSH, SFTP, TFTP, SNTP

• Static/Dynamic ARP Request

Maintenance

• Web/Telnet Configuration

• Configure Backup/Restore

• Firmware Upgrade 

• Factory Reset

• CDR

• Syslog

• Ping and Tracert

• Traffic statistics: TCP,UDP,RTP

• Real time diagnostics

• GSM Network Dialogist

• Auto Provisioning
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